
 

 

 

 

 

 

 
 
 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 

General Information 

Voltage V 230 Min/Max Ambient °C -20/50 

Engine Power – 
Kubota Z482 kW 2.96 

Fuel Consumption @ 75% 
Load to 100% Load (l/hr) 
(mass fuel: 0.86 kg/l) 

l/hr 1.05 to 0.99 

Prime Rated Power kVA/kW 2.24 Fuel Tank Capacity l 120 
Sound Power Level 
LWA dB (A) 83 Frequency  Hz 50 

Light Coverage 
(average 20 luxes) m2 7000    

Dimensions 

Transport (L x W x H) 
Trailer Mounted mm 2240 x 1291 x 2557 

 
Mass (Wet – Ready to 
operate) 
Trailer Mounted 
 

kg 1300 

Mast Height mm 7630    

Other Features  

9 Kg Fire Extinguisher Compact, Robust and Versatile 

Road Worthy with LED Lights (Only certain models) Twin Strobe Light (Indicating unit is operational) 

340 Degrees Rotation of Mast Trailer Mounted and Easy to Move 

Hydraulic Vertical Mast LED 4 x 350W 

4-Pole Battery Isolator Switch Spillage Free Frame for Fluid Containment 

 

 

HIGHLIGHT V7+ 
Atlas Copco Silenced  
Lighting Tower: QLH7 

 


